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TRANS DESIGHN [HNC.
4286 JOMESBORO ROAD
FOREST PARK, GA 38297

SECTION I - PRODUCT IDEHTIIIFQTIDH

Froduct Foil Design
Manufacturers Crown Roll Leaf, Inc.

Addresss 91 Illinois Avenue
Faterson, HMN.J. 87583

Emergency Telephone No.: (973) 742-4000

SECTION T1II - HAZARDOUS THGREDIENTS

Mothing hazardous

SECTION IXI - PHYSICAL/CHEMICAL CHARACTERISTICS
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Boiling Points N/ A
Vapor Pressure (mm Hg)s: M/A
Vapor Density: N/ A
Solubility in waters: M/ A
Specific Gravity (H28=1): N/A
Melting Foint: 265 degrees C.
Evaporation Rate
(Butyl Acetate = 1)z M/ A
Appearance and Ddors Colored film with little or no odor.

SECTION IV - FIRE AND EXFPLOSTON HAZARD DATHA
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Flash Point (Method): N/A

Extinguishing Mediaz
Water fogq, CO2, dry chemical.

Special Fire Fighting Procedures:
Use a self contained breathing apparatus in close
proximity of fire.

Unusual Fire and Explosion Hazards: N/A

nEETIﬂH V - REACTIVITY nﬁTﬁ

Thiﬁ product is stable.

Incompatibilitys
Mone

Hazardous FPolymerization:
Will NHot Occur.

Hazardous Decomposition:
Tereohthalic acid, CO and aldehydes above 388 degrees C.



